IDAHO TRANSPORTATION DEPARTMENT
VEHICLE SPEED BY LANE REPORT - From 2004 Permanent Weigh-In-Motion Data

District 4 - Filer - US30 - 2.0 Mi. W. C/L
Thursday 1 July Thru Saturday 31 July 2004
Total Traffic - All Lanes Included

Vehicle Direction of Travel
West Bound East Bound

Lane Lane Average Lane Lane Average Total Average
Speed Bin Count % Speed Count % Speed Count | Type % Speed
0-30 24 0.03 24 122 0.13 26 146 0.08 25
30-35 51 0.06 34 141 0.15 33 192 0.11 33
35-40 205 0.23 38 274 0.30 38 479 0.26 38
40 — 45 561 0.62 43 503 0.54 43 1064 0.58 43
45-50 1680 1.87 49 1397 151 49 3077 1.69 49
50 -55 7969 8.87 54 7036 7.61 54 15005 8.23 54
55 -60 32435 36.08 58 29836 32.29 58 62271 34.16 58
60 — 65 36994 41.16 62 | 38334 41.49 62 75328 41.32 62
65-70 8271 9.20 67 | 11997 12.98 67 20268 11.12 67
70-75 1333 1.48 72 2253 2.44 72 3586 1.97 72
75-80 239 0.27 78 327 0.35 78 566 0.31 78
80 -85 66 0.07 83 105 0.11 82 171 0.09 83
85— 140 57 0.06 103 76 0.08 96 133 0.07 99
Total by Lane 89885 49.31 60 92401 50.69 61 182286 100.00 61
Total by Direction 89885 49.31 60 | 92401 50.69 61
50" Percentile Speed 61
85" Percentile Speed 65




